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Specifications

Contact Type: Solder

Max. Matings: 2000

PA*: Straight plug with cable collet

1 key (alpha=0; Plug: male contact; Receptacle: female contact)
PSU (Polysulfone), black

C65: 5.3 - 6.5 mm

N : Black collet nut

1P.MO06 : 6 Low Voltage

6 Amps

Contact Dia.: 0.7 mm (0.0275in)

Bucket Dia.: 0.6 mm (0.024in)

Max. Solid Conductor: 0.14 mm”"2 (AWG 26)
Max. Stranded Conductor: 0.14 mm”2 (AWG 26)

1/2

Property of LEMO SA. All rights reserved
This document is not contractual


https://intra28.lemo.com/it_leads_portal?intra=0&req=Quotes%20request&itemps=UEFHLk0wLjZOTC5BQzY1Tg==
https://www.lemo.com/catalog/ROW/UK_English/P_series_catalog.pdf

R (max): 6.5 mOhm
Test voltage (kV rms) Contact-contact: 1.05

Air clearance min. (mm) or Creepage distance min. (mm): 0.85

Others

F ret (min): 50 N
F ret (max): 150 N
IP Rating: 50

DRAWINGS

Draws

- ~45
- ~30 ——

e

t— @ 14—
(O]

Dimensions
A L
mm. 14 45
in. 0,55 1,77

RECOMMENDED BY LEMO

Tools
None

Cables
012 080 PVC
260 250 PvC
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