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o e QTY: 105PCS
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QTY: 1PCS s o I R&D DEPT.

[Di"@c’,j[ﬂ PE Bag Note: Carfon

@O Important Dimension To Check
Both A Unassembled product And An
Instruction Are In A PE Bag. Waterproof Rate: P68 (50M, 24H)

*
*
(- EREBEESIEIE , HEN—(BPE %, D) * Housing & Cap. PABEGF, Black.
’ B ¥ Gland Pipe: PA66, Black.
¥ Gland Body: PA66, Black.
¥ Gland Nut: PAG6, Black.
¥
¥
*
*
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D SC-L-ULI3-XX-XX
Contact: Brass, Nickel Plated

L-Gasket : Silicone, Yellow.

Seal: Silicone, Blue & Yellow & Green & Red.

Seal’s Color: BL-Blue(#8) For Cable Range: P 4.5~@ 6. 5mm
L :Cable Joiner YW-Yellow(®&) For Cable Range: P6.5-8. 5mm
GN-Green(#2) For Cable Range: @8.5~@ 10. 5mm

Rated Voltage: 2~5 Pole 600V AC

Type: ULTS RD-Red ()  For Cable Range: 10,5+ 11 5mm Rated Current: 2 & 3 Pole Mox. 20A
C —— No. of Condutor: 02-2Poles =T é Eg}: mgi' éiA'
03-3Poles .Eﬂ?fg“ * Operating Temperature: -40°~+105 .
04-4Poles ‘;ﬁi;:llig ¥ Gland Pipe Recommended Tightening Torque:
05-5Poles e 8~10 fgf.cm(0.78~0.98 N.m)
- ISSUED ¥ Gland Nut Recommended Tightening Torque:
8~10 Hgf.cm(0.78~0.98 N.m)
+ Seal For Cable OD: @4.5~@6.5mm, Blue.
D6.5~D8. 5mm, Yellow.
B @85~ 10 . 5mm, Green
Pole B10.5~D 11 .5mm, Red.

¥ Screws for Wire connection recommended tightening
torque: 2.00~4.50 kgf.cm / 0.196~0.44 N.m
¥ Applicable Wire gauge: [8AWG~I2AWG(2~4 pole)
[SAWG~ T4AWG (5 pole)

Assignments
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